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LHEAIJ.AMP WNIT (LH DIP) ECE Reg 20.02 Cat. HCR DIRECTION INDICATOR (AMBER) SUPPLEMENTARY INDICATOR (AMBER)
with FRONT POSITION (SIDE) ECE Reg 7.02 Cat. A ECE Reg 6.01 Cat. 1 & la (HORIZONTAL) ECE Reg 6.0l Cat. 5 (HORIZONTAL)
CABLE SPECIFICATION:-
CABLES TO BS6862:Pt1:1971(1990)
INSULATION TO BS6746: 1990
INSULATION COLOUR TO BSB746C: 1993
LEFT/RIGHT ADJUSTMENT :4* LAMP SUPPLIED WITH HEADLAMP UNIT
— SET IN NEUTRAL POSITION (H=0°,v=0")
I UNITS TO BE SUPPLIED WITH BULBS
AND FULLY TESTED
LAMP TO VEHICLE MOUNTING:-
" M12 BOLT TO BE TIGHTENED TO
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H FINISH SPEC
| DIP BEAM BRITAX REF | SUMITOMO REF MATING REF
| PLUG BROWN 26210.00 | 6 WAY HOUSING 6 WAY PLUG e
in (14/0.3) 6181-0074 6189-0133 S
26211.00 RETAINER RETAINER -
6918-0331 6918-0330 D0 NOT SOAE o IF TN BT - A
26165.00 | PIN - 1500-0105 |[SOCKET - 1500-0106| | ORAW IN ACCORANGE WITH 6308
l 26167.00 | SEAL - 7165-0118 | SEAL - 7165-0118 TOLERANGES +
{ 26212.00 | PLUG - 7161-8787 | PLUG - 7161-9787 | | e ”
° LH MOLNTED LAV AS DRAW, RH SYWETRICALLY orrosite | @53 DESIeN
a

BRITAX REF | DESC CUSTOMER REF
SIDE LAMP D.1. EARTH 5811, 102. 12V_|RH MOUNT LH DIP|
RED GREEN  WHITE 5811 103. 12V_| LH MOUNT LH DIP)
5811, 102.24V_| R MOUNT LH DIP)
(70.3) (010.3) (14/0.3) 5611, 103.24V_| LH MOUNT LH DIP|




